Product datasheet

Specifications

@ 70 mm tower light - steady - red -
upto P42 -24V

XVEL2B4

@ Discontinued on: 1 Nov 2020

@ Discontinued

Main

Range of product

Harmony XVE Optimum

Product or component type

Complete illuminated beacon

Beacon or indicator bank unit
type

1 base unit

1 illuminated unit

1 screw fixing cover
1 short fixing base

Signalling type

Steady

Component name

XVE

Light source

Integral LED, red

Bulb type LED

[Us] rated supply voltage 24V AC/DC
Complementary

Mounting diameter 70 mm

Connections - terminals

Screw clamp terminals, <= 1 x 1.5 mm? with cable end

Marking

CE

short-circuit protection

0.63A

[Ui] rated insulation voltage

250 V conforming to IEC 60947-1

Nominal voltage limit

0.85...1.1 Un conforming to IEC 60947-5-1

Current consumption

<25mA

[Uimp] rated impulse withstand
voltage

4 kV conforming to IEC 60947-1

Luminance 800 cd/m?

CAD overall width 70 mm

CAD overall height 129 mm

CAD overall depth 70 mm

Terminals description 1SO n°1 (COM-1)PW
(GND)GROUND

Product weight 0.25 kg

Environment

Standards
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EN/IEC 60947-1
EN/IEC 60947-5-1

Schneider

Electric

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Product certifications uL

CccC

CSA
Ambient air temperature for -40...70 °C
storage
Ambient air temperature for -25..55°C

operation

Electrical shock protection class

Class | aluminium tube mounting conforming to IEC 61140
Class | plastic tube mounting conforming to IEC 61140

Protective treatment

TC

IP degree of protection

Packing Units

IP40 any position except vertical position conforming to IEC 60529
IP42 vertical position conforming to IEC 60529

Unit Type of Package 1

PCE

Number of Units in Package 1

Contractual warranty

Warranty (in months)

18

Schneider

Electric
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Y .
'. Environmental Data

Schneider Electric aims to achieve Net Zero status by 2050 through supply chain partnerships, lower impact materials, and circularity via
our ongoing “Use Better, Use Longer, Use Again” campaign to extend product lifetimes and recyclability.

Environmental Data explained >

How we assess product sustainability >

Use Longer

O Lifetime extension

Repair No
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Dimensions Drawings

llluminated Beacon

XVEL2B4

Dimensions

Schpeider
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Product datasheet XVEL2B4

Mounting and Clearance

Illuminated Beacon

Panel Cut-out for Mounting Directly on Fixing Base
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Connections and Schema

Illuminated Beacon

Wiring Diagram
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